
대극장 무대기계 자료 



프로시니엄(Proscenium)❏

높이 폭  / : 7.5m(H) × 15m(W)❍

무대(Stage)❏

  
무대 깊이  ❍

• 무대 앞 선        블랙호리 실무대( ):➜ 11.5m
• 하우스커튼        블랙호리:➜ 7.2m
• 무대 앞선  하우스 커튼Appon :➜ 4.4m

  
무대 높이  ❍

• 무대바닥          천정벽면:➜ 23.6m
• 무대바닥          그리드:➜ 21.6m
• 무대바닥          프로시니엄:➜ 7.5m
• 객석바닥          무대바닥➜ 0.9m

  
무대 폭  ❍

• 앞선 무대 하수    상수:➜ 15m
• 실무대 하수       장비반입구 앞:➜ 7.5m
• 실무대 상수       벽면:➜ 7.5m

공연장 대극장( )❏

  
공연장 깊이  ❍

• 객석앞쪽          객석끝:➜ 18m
• 무대 뒤쪽         객석끝:➜ 31.8m
• 발코니 아래       무대뒤 벽면:➜ 15m

  
공연장 높이  ❍

• 층 객석 바닥    1 객석 천정:➜ 12m
• 층 객석 바닥   2 객석 천정 :➜ 6m
• 층 객석 바닥  1 층객석 바닥  2 :➜ 4m

  
공연장 폭❍

• 객석좌측          객석우측:➜ 27.5m

무대치수 (Stage Dimensions)



 무대 장치(Carpentry)

하우스 커튼(House Curtains)❏

  16m(W) × 9.5m(H)   1EA❍

다리막(Legs)❏

검정색 면  조  20m(W) × 8m(H)   2❍

조                2.5m(W) × 9m(H)  1

머리막(Borders)❏

검정색 면    15.5m(W)  2EA❍

  CYC LIGHT BATTEN  15.5m(W)  1EA❍

블랙 화이트/ (Black/White Cyclorama)❏

  Black 16.57m(W) × 9m(H) 1EA ❍

  White 16.57m(W) × 9m(H) 1EA ❍

영사막(Screens)❏

  White 15m(W) × 8m(H) 1EA❍

무대 장치봉 및 무대제어 시스템(Set Batten) ❏

공연장 장치봉(Set batten)❏

장치봉 사이즈  ❍

• 번 장치봉1 : 15,500L

• 번 장치봉2 : 15,500L

• 번 장치봉3 : 15,500L

• 번 장치봉4 : 15,500L

• 번 장치봉5 : 15,500L

• 조명 장치봉APRON : 12,700L

• 번 조명 장치봉1 : 15,500L

• 번 조명 장치봉2 : 15,500L

• 번 조명 장치봉3 : 15,500L

• 조명 장치봉BORDER 15,500L

• 태극기 장치봉: 14,500L



무대장치❍

구분 종 류 설 비 명 칭 규 격 수량

1 장치봉 
Flag Set Batten      태극기 장치봉( ) 14,500L 1

막 장치봉Fly Set Batten       ( ) 15,500L 5 

2 막 

상하좌우 개폐됨Contour Curtain      ( . . ) 16,000×9,500H 1 

측면막Side Curtain        ( ) 2,500L×9,000H 1 

좌우 개폐됨Draw Curtain       ( . ) 20,000L×8,000H 2 

영사막Screen               ( ) 15,000L×8000H 1 

배경막 백 흑Horizont Curtain    ( , )＝ 16,570L×9000H 2 

3 조명장치봉 

Apron Light Batten 12,700L 1 

머리막Border Light Batten (Head Curtain ) 15,500L 2 

Suspension Light Batten 15,500L 3 

머리막Upper Horizont Light Batten(Head Curtain ) 15,500L 1 

4 음향반사판

Front Sound Reflection Board 14,645L×7,200H 1 

Side  Sound Reflection Board 7,900L×2,500H 4 

Upper Sound Reflection Board 14,600L×2,500H 2 




